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PERFORMANCE CURVE
EVM(L)32

Rotation speed ≈2900 min-1

Test standard: ISO 9906:2012 - Grade 3B
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PERFORMANCE CURVE
EVM(L)32

Rotation speed ≈2900 min-1

Test standard: ISO 9906:2012 - Grade 3B
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PERFORMANCE CURVE
EVM(L)32

Rotation speed ≈2930 min-1

Test standard: ISO 9906:2012 - Grade 3B
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PERFORMANCE CURVE
EVM(L)32

Rotation speed ≈2930 min-1

Test standard: ISO 9906:2012 - Grade 3B
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PERFORMANCE CURVE
EVM(L)32

Rotation speed ≈2930 min-1

Test standard: ISO 9906:2012 - Grade 3B
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PERFORMANCE CURVE
EVM(L)32

Rotation speed ≈2960 min-1

Test standard: ISO 9906:2012 - Grade 3B
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TECHNICAL DATA
EVM(L)32

Dimensional sketch

Dimensions [mm] and Weights [Kg]

Pump Type
Рmax	
[МPa]

Motor Round	flange	(F)

kW Size A

3 ~
H2 SN Weight

Pump

Weight
Pump +
Motor

B C H3

EVM(L)32 1-0F5/2.2 1.6 2.2 90 L ø140 180 148 267 493 4 61 77

EVM(L)32 2-2F5/3.0 1.6 3.0 100 L ø160 196 155 306 503 4 63 86

EVM(L)32 2-0F5/4.0 1.6 4.0 112 M ø160 196 155 306 503 4 63 90

EVM(L)32 3-3F5/5.5 1.6 5.5 132 S ø300 225 160 328 572 4 79 118

EVM(L)32 3-1F5/5.5 1.6 5.5 132 S ø300 225 160 328 572 4 79 118

EVM(L)32 4-3F5/7.5 1.6 7.5 132 S ø300 225 160 350 620 4 82 123

EVM(L)32 4-1F5/7.5 1.6 7.5 132 S ø300 225 160 350 620 4 82 123

EVM(L)32 5-3F5/11 1.6 11 160 M ø350 248 194 476 799 4 103 165

EVM(L)32 5-0F5/11 1.6 11 160 M ø350 248 194 476 799 4 103 165

EVM(L)32 6-3F5/11 1.6 11 160 M ø350 248 194 476 847 4 106 168

EVM(L)32 6-2F5/11 1.6 11 160 M ø350 248 194 476 847 4 106 168

EVM(L)32 7-3F5/15 1.6 15 160 M ø350 317 238 498 895 4 109 198

EVM(L)32 7-0F5/15 1.6 15 160 M ø350 317 238 498 895 4 109 198

EVM(L)32 8-3F5/15 2.5 15 160 M ø350 317 238 498 943 8 115 204

EVM(L)32 8-2F5/15 2.5 15 160 M ø350 317 238 498 943 8 115 204

EVM(L)32 9-3F5/18.5 2.5 18.5 160 L ø350 317 238 542 991 8 118 222

EVM(L)32 9-0F5/18.5 2.5 18.5 160 L ø350 317 238 542 991 8 118 222

EVM(L)32 10-3F5/18.5 2.5 18.5 160 L ø350 317 238 542 1039 8 122 226

EVM(L)32 10-2F5/18.5 2.5 18.5 160 L ø350 317 238 542 1039 8 122 226

EVM(L)32 11-3F5/22 2.5 22 180 M ø350 360 268 577 1087 8 126 289

EVM(L)32 11-0F5/22 2.5 22 180 M ø350 360 268 577 1087 8 126 289

EVM(L)32 12-3F5/22 2.5 22 180 M ø350 360 268 577 1135 8 133 296

EVM(L)32 13-3F5/30 3.0 30 200 L ø400 399 300 658 1198 8 143 371

EVM(L)32 13-0F5/30 3.0 30 200 L ø400 399 300 658 1198 8 143 371

EVM(L)32 14-3F5/30 3.0 30 200 L ø400 399 300 658 1246 8 147 375

EVM(L)32 14-0F5/30 3.0 30 200 L ø400 399 300 658 1246 8 147 375

1.6 MPa=16 bar ; 2.5 MPa=25 bar; 3.0 МPа = 30 bar

Round	flange	(F)	-	DN65
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SECTIONAL VIEW
EVM(L)32

Pump without ball bearing
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SECTIONAL VIEW
EVM(L)32

Pump with single ball bearing
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SECTIONAL VIEW
EVM(L)32

Pump with double ball bearing
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SECTIONAL TABLE
EVM(L)32

N° PART NAME
MATERIAL

DIMENSIONS STANDARD
EVM EVML

5-1 Suction casing EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
5-2 Intermediate Casing EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
5-3 Intermediate casing bearing EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
5-4 Discharge casing EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
6 Bottom casing EN 1.4308 (ASTM CF8) EN 1.4408 (ASTM CF8M)
7 Outer casing EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)

11 Casing cover Cast Iron + 
EN 1.4301 (AISI 304)

Cast Iron + 
EN 1.4404 (AISI 316L)

21 Impeller
EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)

21-1 Reduced impeller
31 Shaft EN 1.4404 (AISI 316L)
39-1 Key Carbon Steel 12x8x90 UNI 6604
43-1 Shaft sleeve (mechanical seal) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
43-2 Shaft sleeve (intermediate) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
43-3 Shaft sleeve (bearing) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
43-4 Shaft sleeve (adjustment) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
43-5 Shaft sleeve (last stage) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
44-1 Shaft sleeve bearing Tungsten carbide
45 Flange holder EN 1.402 (AISI 420)
47 Ring Holder EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
48 Impeller nut A2-70 UNI 7323 with inox insert A4-70 UNI 7323 with inox insert M16
51 Motor adapter Cast iron EN-GJL-200-EN 1561
52-1 Bearing Tungsten carbide
56 Ball bearing see table page 322
70-1 Ring for bearing EN 1.4301 (AISI 304)
75 O-Ring (plug) EPDM FPM
75-1 O-Ring (plug) EPDM FPM
107 Liner ring PTFE / EN 1.4301 (AISI 304) PTFE / EN 1.4401 (AISI 316)
111-1 Mechanical Seal Silicon carbide / Carbon / FPM
111-2 Mechanical seal cartridge EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
111-3 Mechanical seal seat EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
111-4 Seal holder Brass OT 58 UNI 5705 EN 1.4404 (AISI 316L)
111-5 Adjusting ring EN 1.4301 (AISI 304) EN 1.4401 (AISI 316)
115-1 O-Ring (outer casing) EPDM FPM D.208.91x5.34
115-4 O-Ring (cartridge sleeve) EPDM FPM D. 24.99x3.59
115-5 O-Ring (seal cover) EPDM FPM D.44.04x3.53
120-1 Tie-rod Galvanized steel 6.8 strenght class ISO 898/1
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N° PART NAME
MATERIAL

DIMENSIONS STANDARD
EVM EVML

120-3 Screw A2-70 UNI 7323 M5xX10 UNI 5931
120-4 Screw Galvanized steel 8.8 strenght class ISO 898/1 M10x25 UNI 5739

120-5 Screw for coupling
EVM32 1

Galvanized steel 8.8 strenght class ISO 898/1
M6x16 UNI 5931

EVM32 2 and 2-2 M8x20 UNI 5931
EVM32 5 to 14 M10x30 UNI 5739

120-6 Screw for coupling
EVM32 1

Galvanized steel 8.8 strenght class ISO 898/1
M6x16 UNI 5931

EVM32 2 and 2-2 M8x20 UNI 5931
EVM32 5 to 14 M12x30 UNI 5931

120-7 Screw Galvanized steel 8.8 strenght class ISO 898/1 M6x10 UNI 5739

120-8 Screw
EVM32 3 to 4

Galvanized steel 8.8 strenght class ISO 898/1
M12x25 UNI 5739

EVM32 5 to14 M10x30 UNI 5739
120-10 Screw Galvanized steel 8.8 strenght class ISO 898/1 M12x40 UNI 5739

120-13 Screw for motor
EVM32 1

Galvanized steel 8.8 strenght class ISO 898/1
M8x20 UNI 5739

EVM32 2 and 2-2 M12x30 UNI 5739
EVM32 5 to 14 M16x65 UNI 5739

128-1 Nut for tie rod Galvanized steel M16 UNI 5588
128-3 Nut (motor) Galvanized steel M16 UNI 5588
129 Lock nut Carbon Steel
130-1 Set screw A2-70 UNI 7323 M6x8 UNI 5923
130-2 Screw for coupling guard A2-70 UNI 7323 M5x6 UNI 7687
130-3 Set screw A2-70 UNI 7323 M6x6 UNI 5923
130-4 Set screw Carbon Steel M10x10 UNI 5923
131-1 Pin for shaft Carbon Steel
135-1 Washer (Tie rod) Galvanized steel 17x30x3 UNI 6592
135-3 Washer (coupling) Galvanized steel 10.5x17.5x2.2 UNI 1751
135-4 Washer (bearing) Carbon Steel 06:04 UNI 1751
136 Washer (coupling) Carbon Steel
137-1 Impeller spacer EN 1.4301 (AISI 304) EN 1.4401 (AISI 316)
140 Coupling Brass OT 58 UNI 5705
140-1 Coupling (motor side) Carbon Steel
140-2 Coupling (pump side) Carbon Steel
150 Spacer Carbon Steel
160 Base Cast iron EN-GJL-200-EN 1561
162 Motor bracket Cast iron EN-GJL-200-EN 1561
212 Plug EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
212-1 Plug EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
245 Coupling guard EN 1.4301 (AISI 304)
273 Plug Washer EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
273-1 Plug Washer EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
274-1 C-type snap ring (mechanical seal) EN 1.4301 (AISI 304) EN 1.4401 (AISI 316) D.26 UNI 7435

274-2 C-type snap ring (coupling)
EVM32 3 to 4

Carbon Steel ТС 80

D.50 UNI 7435
EVM32 5 to10 D.65 UNI 7435
EVM32 11 to12 D.75 UNI 7435

274-3 C-type snap ring (bracket) Carbon Steel ТС 80 D.110 UNI 7437
613 Flange Carbon Steel
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QUANTITY FOR MODEL
EVM(L)32

Pump Type
N°

5-2 5-3 11 21 21-1 39-1 43-2 43-3 43-4 44-1 51 52-1 56 70-1 107 111-5 120-4 120-5 120-7 120-8 128-3 129 135-3 135-4 136 140 140-1 140-2 150 274-2 274-3

EVM(L)32 1-0F5/2.2 / 1 / 1 / / / 1 1 1 / 1 / / 1 1 / 2 / / / / / / / 1 / / / / /

EVM(L)32 2-2F5/3.0 / 1 / / 2 / / 1 1 1 / 1 / / 2 1 / 2 / / / / / / / 1 / / / / /

EVM(L)32 2-0F5/4.0 / 1 / 2 / / / 1 1 1 / 1 / / 2 1 / 2 / / / / / / / 1 / / / / /

EVM(L)32 3-3F5/5.5 1 1 / / 3 / 1 1 1 1 1 1 1 / 3 1 / / / 4 / / / / / 1 / / 1 1 1

EVM(L)32 3-1F5/5.5 1 1 / 2 1 / 1 1 1 1 1 1 1 / 3 1 / / / 4 / / / / / 1 / / 1 1 1

EVM(L)32 4-3F5/7.5 2 1 / 1 3 / 2 1 1 1 1 1 1 / 4 1 / / / 4 / / / / / 1 / / 1 1 1

EVM(L)32 4-1F5/7.5 2 1 / 3 1 / 2 1 1 1 1 1 1 / 4 1 / / / 4 / / / / / 1 / / 1 1 1

EVM(L)32 5-3F5/11 3 1 1 2 3 1 3 1 1 1 1 1 1 1 5 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 5-0F5/11 3 1 1 5 / 1 3 1 1 1 1 1 1 1 5 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 6-3F5/11 4 1 1 3 3 1 4 1 1 1 1 1 1 1 6 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 6-2F5/11 4 1 1 4 2 1 4 1 1 1 1 1 1 1 6 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 7-3F5/15 5 1 1 4 3 1 5 1 1 1 1 1 1 1 7 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 7-0F5/15 5 1 1 7 / 1 5 1 1 1 1 1 1 1 7 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 8-3F5/15 6 1 1 5 3 1 6 1 1 1 1 1 1 1 8 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 8-2F5/15 6 1 1 6 2 1 6 1 1 1 1 1 1 1 8 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 9-3F5/18.5 7 1 1 6 3 1 7 1 1 1 1 1 1 1 9 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 9-0F5/18.5 7 1 1 9 / 1 7 1 1 1 1 1 1 1 9 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 10-3F5/18.5 7 2 1 7 3 1 7 2 2 2 1 2 1 1 10 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 10-2F5/18.5 7 2 1 8 2 1 7 2 2 2 1 2 1 1 10 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 11-3F5/22 8 2 1 8 3 1 8 2 2 2 1 2 1 1 11 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 11-0F5/22 8 2 1 11 / 1 8 2 2 2 1 2 1 1 11 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 12-3F5/22 9 2 1 9 3 1 9 2 2 2 1 2 1 1 12 1 4 4 3 4 4 / 4 3 / / 1 1 1 1 /

EVM(L)32 13-3F5/30 10 2 1 10 3 1 10 2 2 2 1 2 1 1 13 / 4 4 3 4 4 1 4 3 1 / 1 1 / / /

EVM(L)32 13-0F5/30 10 2 1 13 / 1 10 2 2 2 1 2 1 1 13 / 4 4 3 4 4 1 4 3 1 / 1 1 / / /

EVM(L)32 14-3F5/30 11 2 1 11 3 1 11 2 2 2 1 2 1 1 14 / 4 4 3 4 4 1 4 3 1 / 1 1 / / /

EVM(L)32 14-0F5/30 11 2 1 14 / 1 11 2 2 2 1 2 1 1 14 / 4 4 3 4 4 1 4 3 1 / 1 1 / / /

BEARINGS
EVM(L)32

Pump Type N°
56

EVM(L)32 1-0F5/2.2 /

EVM(L)32 2-2F5/3.0 /

EVM(L)32 2-0F5/4.0 /

EVM(L)32 3-3F5/5.5 6310 ZZ C3

EVM(L)32 3-1F5/5.5 6310 ZZ C3

EVM(L)32 4-3F5/7.5 6310 ZZ C3

EVM(L)32 4-1F5/7.5 6310 ZZ C3

EVM(L)32 5-3F5/11 6313 ZZ C3

EVM(L)32 5-0F5/11 6313 ZZ C3

EVM(L)32 6-3F5/11 6313 ZZ C3

EVM(L)32 6-2F5/11 6313 ZZ C3

EVM(L)32 7-3F5/15 6313 ZZ C3

EVM(L)32 7-0F5/15 6313 ZZ C3

EVM(L)32 8-3F5/15 6313 ZZ C3

EVM(L)32 8-2F5/15 6313 ZZ C3

EVM(L)32 9-3F5/18.5 6313 ZZ C3

EVM(L)32 9-0F5/18.5 6313 ZZ C3

EVM(L)32 10-3F5/18.5 6313 ZZ C3

EVM(L)32 10-2F5/18.5 6313 ZZ C3

EVM(L)32 11-3F5/22 6315 ZZ C3

EVM(L)32 11-0F5/22 6315 ZZ C3

EVM(L)32 12-3F5/22 6315 ZZ C3

EVM(L)32 13-3F5/30 6315 ZZDT C3 *

EVM(L)32 13-0F5/30 6315 ZZDT C3 *

EVM(L)32 14-3F5/30 6315 ZZDT C3 *

EVM(L)32 14-0F5/30 6315 ZZDT C3 *

*DT= Two single row deep groove ball bearings matched for paired mounting in a tandem arrangement.


