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Rotation speed ≈2900 min-1

Test standard: ISO 9906:2012 - Grade 3B
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Rotation speed ≈2930 min-1

Test standard: ISO 9906:2012 - Grade 3B
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Rotation speed ≈2940 min-1

Test standard: ISO 9906:2012 - Grade 3B
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Rotation speed ≈2940 min-1

Test standard: ISO 9906:2012 - Grade 3B
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PERFORMANCE CURVE
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Rotation speed ≈2960 min-1

Test standard: ISO 9906:2012 - Grade 3B
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PERFORMANCE CURVE
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Rotation speed ≈2960 min-1

Test standard: ISO 9906:2012 - Grade 3B
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Rotation speed ≈2960 min-1

Test standard: ISO 9906:2012 - Grade 3B
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TECHNICAL DATA
EVM(L)64

Dimensional sketch

Dimensions [mm] and Weights [Kg]

Pump Type
Рmax	
[МPa]

Motor Round	flange	(F)

kW Size A

3 ~
H2 D1 D2 D3 H8 Weight

Pump

Weight
Pump + 
Motor

B C H3

EVM(L)64 1-1F5/4.0 1.6 4.0 112 M ø160 196 155 306 525 ø180 ø220 ø18 20 76 102

EVM(L)64 1-0F5/5.5 1.6 5.5 132 S ø300 225 160 328 546 ø180 ø220 ø18 20 82 121

EVM(L)64 2-2F5/7.5 1.6 7.5 132 S ø300 225 160 350 618 ø180 ø220 ø18 20 87 127

EVM(L)64 2-1F5/11 1.6 11 160 M ø350 248 194 476 749 ø180 ø220 ø18 20 100 163

EVM(L)64 2-0F5/11 1.6 11 160 M ø350 248 194 476 749 ø180 ø220 ø18 20 100 163

EVM(L)64 3-3F5/15 1.6 15 160 M ø350 317 238 498 821 ø180 ø220 ø18 20 106 195

EVM(L)64 3-2F5/15 1.6 15 160 M ø350 317 238 498 821 ø180 ø220 ø18 20 106 195

EVM(L)64 3-1F5/15 1.6 15 160 M ø350 317 238 498 821 ø180 ø220 ø18 20 106 195

EVM(L)64 3-0F5/18.5 1.6 18.5 160 L ø350 317 238 542 821 ø180 ø220 ø18 20 106 210

EVM(L)64 4-3F5/18.5 1.6 18.5 160 L ø350 317 238 542 893 ø180 ø220 ø18 20 115 219

EVM(L)64 4-2F5/18.5 1.6 18.5 160 L ø350 317 238 542 893 ø180 ø220 ø18 20 115 219

EVM(L)64 4-1F5/22 1.6 22 180 M ø350 360 268 577 893 ø180 ø220 ø18 20 123 286

EVM(L)64 4-0F5/22 1.6 22 180 M ø350 360 268 577 893 ø180 ø220 ø18 20 123 286

EVM(L)64 5-3F5/30 1.6 30 200 L ø400 399 300 658 980 ø180 ø220 ø18 20 138 366

EVM(L)64 5-2F5/30 1.6 30 200 L ø400 399 300 658 980 ø180 ø220 ø18 20 138 366

EVM(L)64 5-1F5/30 1.6 30 200 L ø400 399 300 658 980 ø180 ø220 ø18 20 138 366

EVM(L)64 5-0F5/30 1.6 30 200 L ø400 399 300 658 980 ø180 ø220 ø18 20 138 366

EVM(L)64 6-3F5/30 1.6 30 200 L ø400 399 300 658 1052 ø180 ø220 ø18 20 146 374

EVM(L)64 6-2F5/30 2.5 30 200 L ø400 399 300 658 1052 ø190 ø235 ø22 26 146 374

EVM(L)64 6-1F5/37 2.5 37 200 L ø400 399 300 658 1052 ø190 ø235 ø22 26 146 388

EVM(L)64 6-0F5/37 2.5 37 200 L ø400 399 300 658 1052 ø190 ø235 ø22 26 146 388

EVM(L)64 7-3F5/37 2.5 37 200 L ø400 399 300 658 1124 ø190 ø235 ø22 26 149 391

EVM(L)64 7-2F5/37 2.5 37 200 L ø400 399 300 658 1124 ø190 ø235 ø22 26 149 391

EVM(L)64 7-1F5/37 2.5 37 200 L ø400 399 300 658 1124 ø190 ø235 ø22 26 149 391

1.6 MPa=16 bar ; 2.5 MPa=25 bar

Round	flange	(F)	-	DN100
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SECTIONAL VIEW 
EVM(L)64

Pump without ball bearing
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SECTIONAL VIEW
EVM(L)64

Pump with single ball bearing
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Pump with single ball bearing
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SECTIONAL VIEW
EVM(L)64

Pump with double ball bearing



Produktdatablad
© ScandiaPUMPS 2017
Med reservation för tryckfel

ScandiaPUMPS
Kabelgatan 7
434 37 KUNGSBACKA

w: www.scandiapumps.com
t: +46(0) 300 52 12 10
e: info@scandiapumps.com

EBARA EVM(L)64 TRYCKSTEGRINGSPUMP
50 HZ

EBARA Pumps Europe
EBARA Pumps Europe S.p.A. reserves the right to make changes without prior notice.

VERTICAL MULTISTAGE PUMPSEVM

376

3.10

EV
M

(L
)6

4

SECTIONAL TABLE
EVM(L)64

N° PART NAME
MATERIAL

DIMENSIONS STANDARD
EVM EVML

5-2 Intermediate Casing EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
5-4 Discharge casing EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
6 Bottom casing EN 1.4308 (ASTM CF8) EN 1.4408 (ASTM CF8M)
7 Outer casing EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)

11 Casing cover Cast Iron + 
EN 1.4301 (AISI 304)

Cast Iron + 
EN 1.4404 (AISI 316L)

12 Suction cover EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
21 Impeller

EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
21-1 Reduced impeller
31 Shaft EN 1.4404 (AISI 316L)

39-1 Key Carbon Steel 12x8x90 UNI 6604
43-1 Shaft sleeve (mechanical seal) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
43-2 Shaft sleeve (intermediate) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
43-3 Shaft sleeve (bearing) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
43-4 Shaft sleeve (adjustment) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
43-5 Shaft sleeve (last stage) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)

43-6 Shaft sleeve (adjustment) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
43-7 Shaft sleeve (bottom bearing) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
43-8 Shaft sleeve (discharge-lower) EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)

44-1 Shaft sleeve bearing Tungsten carbide
44-2 Bearing sleeve Tungsten carbide
45 Flange holder EN 1.402 (AISI 420)
47 Ring Holder EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
48 Impeller nut A2-70 UNI 7323 with inox insert A4-70 UNI 7323 with inox insert M16
51 Motor adapter Cast iron EN-GJL-200-EN 1561
52-1 Bearing Tungsten carbide
52-2 Bearing Tungsten carbide
53 Bush holder EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
56 Ball bearing see table page 378
70-1 Ring for bearing EN 1.4301 (AISI 304)
70-2 Ring for bearing EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
75 O-Ring (plug) EPDM FPM
75-1 O-Ring (plug) EPDM FPM
81 Bush PTFE
107 Liner ring PTFE / EN 1.4401 (AISI 316)
111-1 Mechanical Seal Silicon carbide / Carbon / FPM
111-2 Mechanical seal cartridge EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
111-3 Mechanical seal seat EN 1.4301 (AISI 304) EN 1.4404 (AISI 316L)
111-4 Seal holder Brass OT 58 UNI 5705 EN 1.4404 (AISI 316L)
111-5 Adjusting ring EN 1.4301 (AISI 304) EN 1.4401 (AISI 316)
115-1 O-Ring (outer casing) EPDM FPM D.240.66x5.34
115-4 O-Ring (cartridge sleeve) EPDM FPM D.24.99x3.53
115-5 O-Ring (seal cover) EPDM FPM D.44.04x3.53
120-1 Tie-rod Galvanized steel 6.8 strenght class ISO 898/1
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Test standard: ISO 9906:2012 - Grade 3B
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