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Weight : 14kg / 31 lbs

Shaft Speed : 2850 rpm Solid Passage : 7 mm Outlet : 50mm, 2in

OUTPUT HEAD FLOW

0.75 kW Rated : 10m, 33ft Rated : 3.3 l/s, 53 gpm

1 HP Max : 15m, 49ft Max : 5.3 l/s, 84 gpm

Pump Type
Electric Submersible Pumps

1-Phase

Motor

Type Induction Motor

Poles 2 Pole

Insulation Class F

Protector Circle Thermal Protector

Starter 1-Phase • Capacitor-Run

Lubricant Food Grade (ISO VG32)

Impeller Type Opened

Shaft Seal
Double Mechanical Seal

Silicon Carbide VS Ceramic / Carbon

Bearings C3 Shielded ball bearings

Cable
H07RNF

Length: 10m (33ft) or longer upon request.

Materials

Pump Casing Gray Iron

Impeller Gray Iron

Motor Frame Stainless Steel

Motor Shaft Stainless Steel

Outer Cover Stainless Steel

Strainer Stainless Steel

Max. Liquid Temperature 104˚F (40˚C)

Max. Submersion Depth 66ft (20m)

pH Range pH 5 - pH 8
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Datablad

PR-SM-750-1 SMART Rostfri länspump

Scandia Pumps AB

Gunnesgårdsvägen 6

43974 FJÄRÅS

0300 52 12 10

www.scandiapumps.com

info@scandiapumps.com

Telefon

Webbsida

E-post

Kontakta oss för allt inom:
Pumpar • Pumpsystem • Pumpstationer

Tankar • Omrörare/Luftare • Reningsverk




